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2 Parking Lots

Accessibility

Sector

5.000 + N.A.P.
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5.980 + N.A.P.
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6.000 + N.A.P.

5.980 + N.A.P.

6.900 + N.A.P.

5.980 + N.A.P.

6.900 + N.A.P.

3.480 + N.A.P.
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N: 533.268.961

E: 107.234.678

N: 533.198.368

E: 107.185.570

Building 15

N: 533.281.881

E: 107.205.895

N: 533.204.417

E: 107.172.219

N: 533.403.831

E: 107.292.518
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1:16

(slope)

1:20

(slope)

balustrade height 1.350 mm

handrail

concrete precast stair

5 x 180 / 250

concrete precast stair

19 x 180 / 250

concrete precast stair

5 x 184 / 250

concrete precast stair

3  x 127 / 300

5
1
0
0

balustrade height 1.000 mm

handrail

balustrade height 1.000 mm

handrail

balustrade height 1.000 mm

handrail

balustrade height

1.220 mm

balustrade height

1.220 mm

balustrade height

3.020 mm

balustrade height

3.020 mm

1:90

(slope)

balustrade height

1.350 mm

balustrade height

1.210 mm

handrail

handrail

balustrade height

2.120 mm

balustrade height

3.020 mm

balustrade height

1.210 mm

handrail

N: 533.300.078

E: 107.215.980

1:20

(slope)

balustrade height

1.350 mm

balustrade height

920 mm

balustrade height

1.000 mm

concrete precast stair

3  x 180 / 300

balustrade height

1.050 mm

balustrade height

1.220 mm
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Situation

Site Layout - Building Permit 

3100

Technical reference  
Infrastructure

PLLS-3100-2AREIC-020 

A First release 15-05-2020

Rev. Description Name Date

A1

B Application Building Permit 25-09-2020

C Allocated Design Baseline.  Changes to previous version can be found via triangle(s) and review sheet next page 31-03-2021

Application Building PermitD 24-12-2021

GENERAL NOTES:
· All dimensions (measurements) in millimeters (mm) unless otherwise indicated.
· All measurements and locations of existing structures, buildings, utilities and (underground) infrastructure

to be checked on site.
· Height dimensions relative to N.A.P. = Normaal Amsterdams Peil = Reference level.
· Functional description and concept of the site; see PLLS-7210-2BRDIC-004-A, paragraph 1.1
· Basis of design site infrastructure; see PLLS-3100-2BREIC-005-B.
· For component size and dimensions of main structure and geotechnical advice; see relevant reports /

construction drawings. Permissible floor load; see construction documents.
· Site design, regulations and requirements; see PLLS-7210-2BRDIC-004-A, paragraph 3.3.
· Parking facilities, parking lots with electric charging and parking space for bicycles; see

PLLS-7210-2BRDIC-004-A, paragraph 3.5.
· Emergency, escape route lighting and fire compartments; see fire safety drawings and

PLLS-7210-2BRDIC-004-A, paragraph 3.9.
· Specifications on balustrades and handrailing's; see PLLS-7210-2BRDIC-004-A, paragraph 3.11.
· Explanation & detail's accessibility sector; see PLLS-7210-2BRDIC-004-A, paragraph 2.4 & chapter 5.

PARKING LOTS:
· Car parking lots 166
· Car parking accessibility     2
· motorcycle parking lots    10
· truck parking lots 3

· Total parking lots 181

Application Building PermitE 15-03-2022
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